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Certificate of Compliance

Certificate: 1043802 C , Master Contract; 202355
Project: 1043802 Bate lagued: Novauber g, 2000
Tesued to: TAHO VALVEE CORP.

Ne. 61, Hsing Kong Road

SlypeFlany, Clhauy Fua Hyien

Tahwan

The products listed below are eligible to bear the CSA Mark shown

Tasued boy:

Authorized by:  Terry ‘Them, P.Enp.
Operations Manager

PRODUCTS
'CLASS 6811 01 - PLUMBING PITTINGS AND ACCESSORIES - Finings ‘-ﬁ

»  Supply Stops: 283, 254, 25), 353, 354, 387, 23), 244, 23], 333, 34J, 35T, 233, 234, 243,244, 253, 254, 333,334,

343, 344, 353, 354,
ot Ball Valves: TBVE60-02, TRVE60-03, TBVES0-04, TRVEH0-04, TBV66(-10, TBVESGL-04, TBVGE1-06,

TBV661-10, TBVE62-02, THVE62-03, TBVE62-04, TRVEE2-05, TBVE62-10, TBYE66-04, TEY666-06,
TBV666-10,

CABL.E' 2L ENT

CEA sStandard B125-93 - DPlumbing i’itr_ings
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Fage Ne: 2
Date 1avned: NMovember §, 2000

Uadm Wi, A0 N.IARY

MASTER CONTRACT: 202353
REPORY: 1043802
PROJECT: 1042302

APPLICABLY. REOUTREMENTS
CSA Standard BI2593 - Phunbing Fidings

The following pesmanent marking appears on the products in an acceptsble manner,

Manufacnirer's Identification: Tabo logp,

Cerificerion Markige: CSA Munogram.

Lagation: Where readily visible after installation is completed (See Fig 1),

ALTERATIONS

This raport ia isaved on the conditjon that the altmutlons Lizrein lsied shall be mede snd that Cemfication of the

subject products applies only 1o sueh products on which these alterations have been offected,

Marking i in pooordanes with the sbove el

DESCRYPTION

PART A - Brass Supply Stops with Ball Valve Moehaaia, The foflowing models are covered:

Anple pattern., 3/8 FIP by 3% O0 Comp, ' 2

231 Angle pattern. 3/4 FIP by 172 OD SHp Joint, 3

234 Anglo pateers. 38 FID by 1/2 0D Copip. 4

283 Angls pattern. 1/2 Sweat by 3/ OD Comp. 5

243 Asngle pma'nT. 1/2 TIP by 378 O Cony. i 4

* 28) Angle pattern, 1/2 Sweatby 1/2 0D Slip Joint. 7

31 Angic pattorn. 1/2 Sweat by 1/2 OO Cumnp, 3

244 Angle pattern. 1/I FIP by 1/2 OD Slip Joint, 9
I Angle pattern, 1/2 K16 by 1/2 OD Comp, ) 0
253 Angle pattern. 5/8 O Comp by 3/8 OD Comp, 11

257 Asngle patteri, 5/8 ON Comnp by 1/2 OD Sip Jolat, 13

254 Angle patiern. 5/8 OD Comp by 12 QI Cornp, 13
333 Stealghy, puitern. 3/8 PIE by 3/8 OD Cownp. 14

335 Straight pariewn. 38 FIP by 172 OD §lip Join, T

C202355 (43 80T wpd Tek\po
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CUSTOMER

TAHO Valves Corp

No 61 HsingKong Rd Shen-Kang

Chang Hua Hsien
Taiwan

Model Number

MATCO-NDORCA BDC

Certification Record

CLASS

337188
VALVES (GAS)-General Use-
Ceriified to U.S, Standards

Oi4 278 BBEG

P.81-84

Refer to Class Deseription for program details

rage 1 ot |
FILE
112576_0_000
Hlectric Rating size

For Use With Natural, Manufactured, Mixed, Liquefied Petroleurn Gases and 1P Gas-Air Mixture

Straight

TBV261-03NY
TBV261-04
TBV261-04
TBV261-06
TBV261-06
TBV262-06
TBV262-06
TBY263-04
TBV263-04
TBV264-04
TBV269-04
TBV270-06
TBV273-04
TBV273-06
TBV728
TBV718-04

Trade Name: TAHO
3/8
1z
3/4
172
3/4
172
3/4
1/2
34
1/2
12
3/4

172 1.
3411,
172
1/2

For Use With Natural, Manufactured, Mixed, Liquefied Petroleum Gases and LP Gas-Ajr Mixture

Angle

TBV727

TBV266-06
TBV267-04
TRV717-04

fim

Capyright 42 2006 CSA Inwermational. AN righis reierved

Trade Name: TAHO
172
3/4
172
172

http://dimcturies.csaainternaﬁonal.org/xml%transf01'xn.asp'?xml'—”-ceﬂ'xml\E 12576 0_000-33...  4/13/2006
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CLASS NUMBER: 3371-88 DESCRIPTION: VALVESR {GAS)-General Use-Certified to U.S.
Ktandards

COVERAGHE:
Pilot Adjustment, Pilot Shutoff, Burner, Hose End and Main Control Valves and Pifot Shute(F Devices.

REQUIREMENTS:

American National Standard Z21.15

All pas valves and pilot shutoff devices in this section are intended for operation a1 an ambient
temperature of 32° to 125°F unless higher or lower temperatures are indicated by siatement,

Maximum pressure of 1/2 psig.

Testing for use with liquefied petroleum gases under American National Standard Z21.15 has been
conducied in accordance with the OSHA Nationally Recognized Testing Laboratory Progrant.

Sizes shown are for standard female tapered pipe threads unless otherwise indicated.

Capyneht 43 2006 CRA Interonitonsl, AR righos reseryved.

http://directories, csa-international org/xml_transform.asp?xml=classxm)/3371-88 xml&xsl,. 4/1372 006



Hearth Products Controls Co
706 Congress Parlk Dr
Dayton, OH 45459

(877) 585-9800 Toll Free  (877) 506-9803 Toll Free Fax

www.hearthgroductscontrols.com

RE: Copreci 900 Valve Certification
Date:  5/15/07

The Copreci CSA listing below applies to the following kits:

FPPK, FPPK-18, FPPK-24, FPPK-30, 100 SIK

MODEL VT - 23100 and LOG - 22700

® correa

Goprect. S. Coop. Lida.
Avda. de'Alava, 3
Telf.: 942-719499
- Fax: 943-792349
U S 20556 Aretxabaleta
/ ) {Guiipuzoa) SPAIN

®

C

ANSI 22178 - .1997 CGAB.20 - M97 Combination Controls for Gas_}é@p‘liances
ANS Z2178a -1998 CGA6.20a - M98
ANSI 221 78b - 1999 CGAB.20b - M99
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